HOSPIVAC® 1

e Automatic and compact vacuum plants fitting medical norms in force
e |ubricated rotary vane vacuum pumps EVISA type
¢ Shock mounts
e Electric motors PF55 type - F class
(special motors on request)
* Fit to ISO 7396-1 standard
e Qptional FLEXO constant vacuum : requlation device
allowing to use small capacity receivers
e Simple bacterial filtration with integrated by-pass
e Delivery pot for condensate recuperation
® Connection for additional receiver
(in case of “ON/OFF CONTROL" regulation type)
® Included suction and exhaust hoses
® Ready-to-run plants

| Characteristics
NOMINAL POWER NOISE 0IL RECEIVER FILTRATION WEIGHT
CAPACITY LEVEL FILLING CAPACITY
per pump
. kw dB(A) L L kg
50 Hz 60 Hz 50 Hz 60 Hz

HOSPIVAC 1 E17 17 20 0,55 0,66 59 1,5 300 FD 30 B 150

® HOSPIVAC 1 E25 30 36 0,75 0,90 60 1,5 300 FD 30 B 150

m HOSPIVAC 1 E40 47 56 1,10 1,30 62 i35 300 FD 65 B 160

m HOSPIVAC 1 E65.2 65 78 1,50 1,80 65 4,0 300 FD 65 B 190

m HOSPIVAC 1 E100.2 96 IS 2,20 2,64 67 4,0 300 FD 130 B 200

®m HOSPIVAC 1 E150 150 180 3,00 3,60 70 7,0 500 FD 320 B 230

HOSPIVAC 1 E200 190 228 4,00 4,80 Bl 7,0 500 FD 320 B 245

m HOSPIVAC 1 E300 288 345 5,50 6,60 73 7,0 500 FD 320 B 330

J Available set-up

Selected regulation

LG7 1 pump | Col )

M available Range complymg W1th
93/42/CE directive

| Standard power supplies

® 3-phase, 400V/50Hz or 1 2
460V/60Hz + Neutral Vertical vacuum Network
e Qther tensions on request receiver connection alarm |3

8]
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Automatic vacuum

for medical applications

| Dimensions

=

HOSPIVAC 1 A B & D E F G @] network @K exhaust
mE17 1650 840 1040 300 995 265 325 1” 1”
HmE25 1650 840 1040 300 995 265 325 1” 1”
mE40 1650 840 1040 300 995 265 325 1" 1”
WmE65.2 1645 850 1135 300 995 275 325 1"1/4 1"1/2
mE100.2 1645 850 1135 300 995 275 325 1"1/4 1"1/2
mE150 2045 990 1315 360 1200 270 345 z2" 2
mE200 2045 990 1315 360 1200 270 345 2" 2"

W E300 2045 990 1370 360 1200 270 345 Z2" 2"

Dimensions expressed in mm

| Plant references

ON/OFF control regulation ©mE17 R3 mE25 R3 mE40 R3 mE65.2R3 wE100.2R3 mE150 R5 = E200 R5 m E300 R5
HOSPIVAC 1 Exx - AFS* 016681 916568 916569 916570 916571 916572 916573 916574

FLEXO constant vacuum requlation device  mE17 R3 mWE25 R3 mE40 R3 ME65.2R3 mE100.2R3 mE150 R5 = E200 R5 mE300 RS
HOSPIVAC 1 Exx - AFS* 919107 919108 919109 919110 919111 919112 919113 919114
* : AFS - simple filtration with by-pass

J Accessory and option references

plants

"E17 R3 ®WE25R3 mE40 R3 mE65.2R3 mE100.2R3 ME150 R5 " E200 R5 = E300 R5

0il level security for one pump 610396 623327 619195
0Oil level + Temperature security 623328 623329 623330
1 Additional vertical receiver 500 litres 1000 litres 2000 litres 2 x 2000 litres
for ON/OFF control regulation 710486 710488 722341 2 x 722341
2 Network connection alarm 1 vacuum gauge and 1 pressure gauge (dry contact) 708510 9
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